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4 Ultra light weight pipette, makes pipetting easy and
effortless.

4 Designed with a special focus on RSI, preventing injuries
due to extensive usage.

4 Ease of using multiple functions with
simplified interface.

4®» Superior stepper motor for accurate and
reliable pipetting.

4¥ Stores and recalls upto 3 frequently used modes of
pipetting for smooth and quick operation

¥ Secured calibration with password protection

@» Accuracyand precision atits best with 3 point calibration

@) Calibrationas per ENISO 8655 standards
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The Electronic Pipettes have been designed to function upto 5 different and most essential

modes of pipetting.
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Accumax

@) Activates sleep mode when ideal for 40
seconds, enhances battery life by 20%.

4 An intelligent battery which charges in 2
hours and lasts upto 5 hours of continuous
pipetting.
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ACCUMAX LAB
TECHNOLOGY

pipetting of individual channels

operation

Single Channel Multi-Channel
Electronic Pipette Electronic Pipette

Cat.No. Volume Range 8 Channel 12 Channel
Cat.No. Cat.No.

AE-8-10  AE-12-10

AE-10 0.5-10 pl

AE-100  5-100 pi

AE-8-20  AE-12-20
AE-200  10-200 pi

AE-8-100 AE-12-100
AE-1000 50-1000 pl

AE-8-200 AE-12-200
AE-5000  250-5000 pl

AE-8-300 AE-12-300

A smart charging stand which
can be used for over night
charging or when the pipette
isnotinuse.

USB charging allows the
pipette to be used and
charged simultaneously.

Haslab GmbH - Gewerbestrasse 6 - 4105 Biel Benken
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USB Charging

ISO 9001:2008
ISO 13485:2012

¥ 360° rotational manifold for Pipetting convenience

4P Auto-sensing magnetic piston for controlled

4» Specially designed tip cones for Leak free

¥ Smoothand lightloading and ejection of tips

Volume Range

0.5-10 pl
2-20
5-100 pl
10-200 pl

15-300 pl
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